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SPECIFICATIONS

Product information

Electrical

Ionization Tube

Rated Voltage

Frequency

Power

Internal Fuse/overload safety protection design and 
Power dual protection

120V AC  /  240V AC

50 / 60 Hz

40 W

Quantity

Size

Estimated Tube Life

Material

6 pcs

350 mm

17000 Hours

Various composite materials,
stainless steel outer mesh

ionic concentration

Shell material

Weight

Product size

Noise

13*10⁵ (cm³/s)X6

PP (Polypropylene)

13.4 kg

577*350*205 mm

≤20 dB

Application

PS-506TF It is suitable for all kinds of 

fruit and vegetable washing workshop, 

f a r m ,  f r u i t  a n d v e g e t a b l e  f o o d 

preservat ion warehouse, garbage 

transfer station and other places.

       WARNING:

     RISK OF ELECTRIC SHOCK. CAN CAUSE INJURY OR

  DEATH. DISCONNECT Al l REMOTE ELECTRIC POWER

SUPPLIES BEFORE SERVICING

Ion control

Plasma tube

Ion generatorSwitchFUSE

Running

PP material
 outer box

Standby/Fault

Air Outlet

HEPA

Air Inlet

Device Lock

550mm

350mm

205mm

577mm

TVOC PM2.5Plasma Ions BenzeneVirus Bacteria Coccus Mould Bacillus Odors Organic 
volatiles

HCHO
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